MISS UTILITY

CALL "MISS UTILITY" AT 1-800-257-7777, 48 HOURS PRIOR TO THE START OF WORK]

THE EXCAVATOR MUST NOTIFY ALL PUBLIC UTILITY COMPANIES WiTH UNDER GROUND
FACILITIES IN THE AREA OF PROPOSED EXCAVATION AND HAVE THOSE FACILITIES
LOCATED BY THE UTILITY COMPANIES PRIOR TO COMMENCING EXCAVATION.

THE EXCAVATOR IS RESPONSIBLE FOR COMPUANCE WITH REQUIREMENTS OF

AR\

MARYLAND CODES AND REGULATIONS.
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PLOT TIME: Mon, 02 Jun 2014 — 2:06pm LAST SAVE: Mon, 02 Jun 2014 — 2:04pm BY: JStaley
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THE LIMIT OF DISTURBANCE (LOD) WILL NEED TO BE STAKED. CITY. STAFF, A LICENSED TREE CARE EXPERT AND A CML ENGINEER
WILL NEED TO WALK THE LOD TO DETERMINE WHICH TREES WILL BE PRESERVED AND HOW THAT WILL BE- DONE. THE LOD MAY
NEED TO BE ADJUSTED. ALL REQUIRED TREE PRESERVATION MEASURES AS  PER THE MARYLAND STATE FOREST CONSERVATION
MANUAL (PAGE3-21 THROUGH 3-32), CITY CODE 17.09 AND.THE SITE VISIT WILL NEED TO BE SHOWN. ON THE PLANS. TREE
PRESERVATION MEASURES MAY INCLUDE, BUT NOT BE LIMITED 70, ROOT PRUNING; TREE PROTECTION FENCING, THE USE OF FILTER
LOGS INSTEAD OF SILT FENCE, AND TREE PROTECTION MATTING OR A 6" LAYER OF WODD CHIPS.
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AFTER THE PRE~CONSTRUCTION MEETING, CITY STAFF WILL CONDUCT. AN INSPECTION.OF -ALL SEDNENT AND - EROSION - CONTROL
MEASURES AND TREE PRESERVATION MEASURES. NO SITE WORK:1S TO'START PRIOR 10 CHY SY&FF APPROVING - AL SEDIMENT AND
EROSION CONTROL MEASURES AND TREE PRESERVATION MEASURES.

GRAPHIC SCALE :

THIS

( IN FEET )

1 inch = 40 f{t.

THESE PLANS ARE BASED UPON PLANS TITLED 'ARIS ALLEN BOULEVARD, LLC MIXED
RESIDENTIAL’ CREATED BY BOWMAN CONSULTING, PORTIONS OF WHICH ARE USED HEREIN.
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MclLaren Technical Services, Inc.
801 East Pratt Street, Suite 302 Baltimore, Maryland 21202
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T.(410) 243-8787 F. (410) 243-4856 www.mgmclaren.com
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[PROFESSIONAL CERTIFICATION. t HEREBY CER‘HiAT

| FTHESE DOCUMENTS WERE PREPARED OR APPROVED BY)
, AND THAT | A A DULY LICENSED PROFESSIONAL

NGINEER UNDER THE LAWS OF THE STATE OF
RYLAKD,

No. 21875
SHEET TILE

Expiration Date: 21218
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